
        Occupancy Inspection Checklist 

 

 

Exterior 

• House numbers on the building (Minimum 3" tall) 

• Foundation Cracks or Holes 

• Holes in the Siding or Brick 

• Trip Hazards Greater than One Half Inch 

• Excessive Weeds -Garbage - Rubbish in the Yard 

• Clear means of Egress for bedroom Windows 

• All Exterior painting in good Condition 

• Chimney Condition 

• No Exterior Electrical wires hanging lower than 8 feet 

• Doors work Freely and lock 

• Entry and garage door seals in good condition and free of holes 

• No broken windows 

• All windows screens are installed and are free of holes and rips 

• Plumbing Vent stack on the roof 

• Bathroom, Laundry, Crawl Space and Fireplace vents are in good condition with all louvers attached 

• Exterior exhaust vents for HVAC in good condition 

• Exterior plumbing is working properly and secured 

• All exterior outlets are GFI protected and have the proper covers 

• All exterior Conduit for electrical needs to be in good condition 

• No exterior rotten wood on main or any accessory structure 

• Deck guard in place and in good condition-Baluster spacing in no greater than 4 inches 

• Exterior stairs have a guard and handrail (4 or more stairs)-Baluster spacing in no greater than 4 inches 

• Fence in good condition-Fence gates properly latch and work freely 

• Gutters secured and draining-Down Spouts connected and discharging away from the home 

• No Gutter or sump discharge at the street, in the easement, or directly on a neighboring property 

• Exterior soffit and fascia are complete and secured 

• Does the site drain? Should not pond water 

• Mud or Dirt on the street 

 

Interior 

• Doors work freely and latch 

• All exterior doors to a living space needs to be 1-3/8" wood or metal with 1hr rating 



• Windows open-*For sleeping rooms windows must have clear opening of 5sq ft on grade floor and 5.7 

on other. Sill height no higher than 44" from floor 

• Ceilings and walls free of cracks, chips, pops, etc... 

• Garage walls facing the interior of the home are properly fire blocked-one half inch drywall, mud and 

taped 

• Garage Ceiling 1 Hour fire rated for any sleep rooms above 

• Smoke detectors on each floor, within 15' of bedrooms, and in the bedrooms 

• All Battery-operated smoke detectors must be 10yr internal battery 

• All homes wired for smoke detectors must have hardwired detectors that communicate with each other 

• Carbon Monoxide detector within 15' of bedrooms (*exception-All electric home with no attached garage 

or fireplace) 

• Carbon Monoxide detector in bedrooms with fuel burning appliances (furnace, hot water heater, 

fireplace) 

• Drip leg on hot water heater 

• Sediment trap on fuel burning appliances 

• 3 screws per joint on pipe flues-no rust, holes, or cracks in pipe flues 

• Exhaust vent in bathrooms work properly-If the bathroom does not have a vent, there needs to be a 

window which needs to be functional 

• Running water in sinks, stools, bathtub, etc.… 

• Check for leaking drain under the sink and on and faucets 

• Toilets flush and refill properly 

• Tub diverters, spouts, and shower heads work properly 

• Garbage Disposal is connected with a molded head appliance cord or Romex is in Conduit 

• Are water, gas, and drain lines properly capped if not being used 

• Are laundry spigots leaking when the valve is closed 

• Grounded outlet for the washer and dryer 

• Minimum 2 outlets in each bedroom 

• All light fixtures have globes 

• All switches must have a cover, be secure, work properly and free of paint 

• All outlets must have a cover, be secure, work properly and free of paint 

• GFI protection for outlets in the kitchen above the counter 

• GFI protection for all bathroom outlets 

• GFI protection for all wet bar outlets above the counter 

• GFI protection for unfinished areas of the Basement and Garage 

• No open or spliced wiring  

• Wiring entering a metal box without a connector 

• No loose wiring in basement floor joist 

• Vent piping is secure 

• Plumbing is secure 

• Sump discharge to the exterior of the home 

• No appliances plugged in by extension cord or multi plug 



• Are water softeners, humidifiers, drain pumps, sump pumps on their own outlet 

• No exposed wiring in walls 

• Electrical Panel -No open spaces, are all screws on the cover-If the cover is off check for double lugs 

• Clear access to the Electrical Panel, Furnace, and Hot Water Heater 

 

Specialty Items 

• Private Sewer System 

• Owner to furnish a copy of the Aeration Service Record-Must be within a year of the inspection 

• Septic System to be inspected by St Clair County Health Department. Owner to schedule and pay for. 

 

Swimming Pool 

• Fence to be per code 

• Self-latching gate in place 

• Alarm on the door if accessible from the home 

 

 

**Initial Inspection fee is $50.00, if anything were to fail the Reinspect fee is $35.00.  

All payments are due at the time of inspection (Cash or Check) 

**All Utilities MUST be on for Inspection 


