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What NOT to put in your Sharps Container:

¢ NOTHING other than sharps.
® No bandages, gauze, alcohol wipes, or other trash.
® No medications: over-the-counter or prescription.

Where to dispose of medications:

CVS at 4609 W. Main St., Belleville

CVS at 753 W. Hwy. 50, O’Fallon

Walgreens at 5890 N. Belt West, Belleville

Walgreens at 2510 State St., East St. Louis

Copper Bend Pharmacy, Ste. 9208B, Belleville

Caseyville, Fairmont City, Fairview Heights, & O’Fallon Police
Departments.

* St. Clair County Sheriff's Dept, entrance at 700 N. 5th St., Belleville

Our current grant ends on June 30, 2024. Full containers can
be dropped off until that date.

St. Clair Co. Health Department: 19 Public Square, Ste. 150, Belleville
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Leo Dumstorff, DDS
President
St. Clair County Board of Health

Myla Blandford,
MPH, REHS, LEHP
Executive Director
St. Clair County Health Department

Administrative/Fiscal
618.233.7703
618.222.1630 fax

Infectious Disease Prevention

Communicable Disease
618,233.6175
618.233.9356 fax

Southwestern lilinois
HIV Care Connect
618.825.4501
618.825.4585 fax

Emergency Preparedness
618.233.7703
618.233.9356 fax

Health Promotion & Weliness
Clinical Services & Systems

Maternal-Child Health Programs
618.233.6170
618.236.0831 fax

Breast and Cervical Cancer
618.233.7703
618.233,7712 fax

Environmental Health
618.233.7769
618.236.0676 fax

Follow us on:

Facebook:
@SCC.HealthDepartment

Twitter:
@StClairHealth

ST. CLAIR COUNTY HEALTH DEPARTMENT
19 Public Square, Suite 150 | Belleville, IL 62220
SCCHealthDept.com

MEMORANDUM

To: All Units of Local Government, Cities, Townships, Highway Commissioners,
and Public Works Directors

Date: August 2, 2024
RE: LOCAL GOVERNMENT ONLY Used Tire Collection 2024

The lllinois Environmental Protection Agency is pleased to sponsor a used tire
collection for St. Clair County. This tire collection is for Governmental Entities
ONLY and is NOT open to the general public. No used tires from ULG fleets
or from private entities are allowed. Please DO NOT advertise this collection
to the public.

The collection will be held on Tuesday September 17, 2024 and Wednesday,
September 18, 2024 from 8:00a.m. until 3:00p.m. on both days.

lllinois Department of Transportation has graciously allowed the use of their
property at 8313 Shiloh Valley Township Line Road, Lebanon, lllinois.

Tires on rims, large truck, and tractor tires MUST be kept se parate to

facilitate unloading in a different area at the collection site.

Please take the necessary steps to ensure that mud and comingled waste

materials (i.e. rocks/bricks, lumber, and garbage are removed from each
load PRIOR to delivery.

If you have any specific questions, please contact one of us:

Gary Gasawski Jacob McQuaid
St. Clair County Health Dept. lllinois EPA
618-825-4452 office 618-346-5142 office

Gary.Gasawski@co.st.clair.iL.us Jacob.McQuaid@illinois.gov
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Tammy Mezo

From: Norm Etling <Norm.Etling@co.st-clair.il.us>

Sent: Wednesday, September 18, 2024 2:59 PM

To: Tammy Mezo

Cc: Cheri M. Weaver

Subject: FW: Tires  torecycle 9-17 and 9-18-2024
{x]

From: Michael Suarez <michaelsuarez30@yahoo.com>
Sent: Wednesday, September 18, 2024 2:54 PM

To: Norm Etling <Norm.Etling@co.st-clair.il.us>
Subject: Tires

We had 27 tandems loads of tires yesterday and today. .

Michael

Caution: This is an external email. Please take care when clicking links or opening attachments. When in doubt,
contact your IT Department.




Village of Shiloh Used Tire Collection




Village of Shiloh Boy Scouts Recycle Event
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Village of Shiloh - School Paper Recycling

Typical Paper Recycling Container at Area Schools

NEWSPATER S RURYA
TR Yankl

1-container at each school; Shiloh
Elementary School, Shiloh Middle
School, and Whiteside Middle School.
Containers are emptied weekly.




Waste Management Clean Sweep Tickets - Total to Date 443.12

March - May 2024

June - September 2024

Oct. 2024 - Feb. 2025

Ticket# Date Tons Ticket# Date Tons Ticket# Date Tons
1980521 | 03/05/24 | 5.61 1999575 | 06/03/24 | 7.24| | 2028396 | 10/08/24 5.70
1983218 | 03/18/24 | 9.64 1999964 | 06/04/24 | 7.80| | 2032450 | 10/28/24 2.93
1984828 | 03/25/24 | 6.05 2000614 | 06/06/24 | 4.85| | 2032775 | 10/29/24 6.71
1986584 | 04/02/24 | 6.62 2001429 | 06/11/24 | 8.32( | 2032891 | 10/29/24 5.71
1988108 | 04/09/24 | 6.65 2003030 | 06/18/24 | 8.31| | 2033398 | 10/31/24 4.91
1988732 | 04/11/24 | 4.51 2003675 | 06/20/24 | 5.61| | 2034299 | 11/06/24 4.87
1989698 | 04/16/24 | 6.58 2004774 | 06/25/24 | 5.37| | 2034562 | 11/07/24 8.48
1990048 | 04/17/24 | 6.43 2005105 | 06/26/24 | 1.77| | 2035435 | 11/12/24 6.27
1990918 | 04/22/24 | 6.47 2007148 | 07/08/24 | 3.44| | 2035610 | 11/13/24 3.97
1991106 | 04/23/24 | 5.96 2008585 | 07/15/24 | 7.27| | 2035771 | 11/13/24 6.72
1991776 | 04/25/24 | 3.57 2009140 | 07/17/24 | 6.11| | 2035981 | 11/14/24 2.65
1992346 | 04/29/24 | 6.47 2009353 | 07/18/24 | 5.74| | 2036706 | 11/18/24 7.26
1993096 | 05/02/24 | 4.50 2009983 | 07/22/24 | 4.05| | 2036845 | 11/19/24 6.18
1994183 | 05/08/24 | 3.80 2010990 | 07/25/24 | 3.31| | 2036978 | 11/19/24 5.86
1995193 | 05/13/24 | 4.72 2011791 | 07/29/24 | 7.61| | 2037340 | 11/20/24 7.97
1995970 | 05/16/24 | 5.79 2012083 | 07/30/24 | 7.50| | 2037588 | 11/21/24 6.57
1996521 | 05/20/24 | 7.14 2012338 | 07/31/24 | 3.40| | 2038110 | 11/25/24 5.84
1996710 | 05/21/24 | 6.95 2013363 | 08/05/24 | 7.04| | 2038413 | 11/26/24 9.65
1996823 | 05/21/24 | 6.71 2013643 | 08/06/24 | 7.50| | 2039257 | 12/02/24 7.99
1997054 | 05/22/24 | 5.65 2014126 | 08/08/24 | 3.32| | 2039480 | 12/03/24 5.95
1997381 | 05/23/24 | 3.10 2015087 | 08/13/24 | 7.14| | 2040547 | 12/09/24 7.00
1998762 | 05/30/24 | 5.54 2015506 | 08/14/24 | 0.97
2016688 | 08/19/24 | 4.86
2017008 | 08/20/24 | 5.82
2019498 | 08/28/24 | 5.79
2021445 | 09/05/24 | 5.30
2022870 | 09/11/24 | 4.58
2023883 | 09/16/24 | 6.96
2024180 | 09/17/24 | 6.40
2024713 | 09/19/24 | 3.95
2025466 | 09/23/24 | 7.03
2025674 | 09/24/24 | 5.00
2026039 | 09/25/24 | 6.11
TOTAL| 128.46 TOTAL| 185.47 TOTAL| 129.19




Tammy Mezo

From: Norm Etling <Norm.Etling@co.st-clair.il.us>

Sent: Tuesday, May 7, 2024 8:51 AM

To: Tammy Mezo

Cc: James Harms

Subject: FW: FW: Emergency Storm Clean up Assistance 4-19-2024, 5-6-2024

[External Email - Please confirm before you open any links or attachments!]

Good Morning,

Storm damage clean up in Fairmont City 4-23, 4-24, 4-26 and 4-27

From: Roger Juenger <rjuenger@fairmontcityil.com>

Sent: Tuesday, May 07, 2024 8:41 AM .
To: Norm Etling <Norm.Etling@co.st-clair.il.us>

Cc: James Harms <James.Harms@co.st-clair.il.us>

Subject: Re: FW: Emergency Storm Clean up Assistance 4-19-2024, 5-6-2024

Good morning Norm attached her photos per your request thank you for all of your help cleaning our town up. | guess
your gentleman that came down here to assist us took between 25 and 30 loads of limbs away.

Thank You

Roger




St. Clair County
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AGENDA

——— | Village Board of Trustees
SHILOH Committee at Large Meeting

October 28, 2024 - 7:00 pm
Location: 1 Park Drive, Shiloh, IL 62269

CALL TO ORDER
PLEDGE OF ALLEGIANCE
PUBLIC COMMENTS \ ANNOUNCEMENTS

MINUTES - SEPTEMBER 23, 2024

TREASURER’S REPORT
MAYOR'S REPORT

1. REQUEST FROM KESWICK SUBDIVISION HOA TO OBTAIN A PORTION OF THE PARCEL OF
LAND LOCATED AT 4191 LEBANON AVENUE (PARCEL 09-08.0-106-002)

COMMITTEE REPORTS:
ADMINISTRATION & PERSONNEL (NORTHWAY)

FINANCE & BUDGET ( WILKE)

PLANNING & DEVELOPMENT (HOLZUM)

1. SPECIAL USE PERMIT REQUEST MUNICIPAL CODE—SCHEDULE 151.046. THE APPLICANT
SEEKS TO OPERATE A CONVENIENCE STORE THAT INCLUDES LIQUOR SALES, ON-SITE
POURING, AND VIDEO GAMING OPTIONS. CURRENT ZONING: B3. SUBJECT PROPERTY
ADDRESS: 2417 LEBANON AVENUE. APPLICANT: JASMINBHAI SANGANI, 210 EDBROOKE
DRIVE, SHILOH, IL 62221 OWNER: BRADDOCK DEVELOPMENT, INC., 6056 BRADDOCK
LANE, COLUMBIA, IL 62236

2. AMENDMENT\RE-ZONING REQUEST - MUNICIPAL CODE - SECTIONS 151.347 & 151.046.
THE APPLICANT INTENDS TO OPERATE A TIRE SERVICE STORE IN THE FORMER CIRCLE K
BUILDING. CURRENT ZONING: B3. PROPOSED ZONING: B4. SUBJECT PROPERTY
ADDRESS: 2411 LEBANON AVENUE. OWNER & APPLICANT: EYAD M. SALAMAH, 3725
WINWARD WAY, SWANSEA, IL 62226

3. SOLAR FARM ORDINANCE

4. CELL TOWER MODIFICATION REQUEST - 2229 LEBANON AVENUE (SAFE LOCK STORAGE)
— TMOBILE - UPDATING CURRENT EQUIPMENT TO ENHANCE BROADBAND CONNECTIVITY

& CAPACITY



PUBLIC PARKS & FACILITIES (WARCHOL)

PUBLIC SAFETY (VERNIER)

STREETS (MCCULLOUGH)
1. TWM - STREET ANALYSIS PROGRAM UPDATE

2. FYI: MS4 PROGRAM: MUNICIPAL SEPARATE STORM SEWER SYSTEM - ST. CLAIR COUNTY
AND SURROUNDING COMMUNITIES

OTHER BUSINESS

1. EXECUTIVE (CLOSED) SESSION
(65 ILCS - SECTION 2)
(MAY BE HELD TO DISCUSS PERSONNEL MATTERS (C) 1, COLLECTIVE BARGAINING (C)

2, PURCHASE OR LEASE OF REAL ESTATE (C) 5, SALE OR LEASE OF REAL ESTATE (C) 6,
LITIGATION (C) 11, AND DISCUSSION OF CLOSED SESSION MINUTES (C) 21
2. ACTION TAKEN ON EXECUTIVE SESSION ITEMS (IF ANY)

BILLS

ADJOURNMENT




SHILOH VILLAGE BOARD OF TRUSTEES
Committee at Large Meeting Minutes
October 28, 2024

Call to Order

The Shiloh Village Board of Trustees met at the Shiloh Municipal Building and was
called to order at 7:00 p.m. Brenda Kern, Village Clerk, called roll showing the
following Trustees present: Holzum, McCullough, Northway, Vernier, Warchol,

Wilke.

Pledge of Allegiance

Mayor Weilmuenster led the Pledge of Allegiance.

Public Comments \ Announcements

Minutes - SEPTEMBER 23, 2024

MOTION made by Trustee McCullough; SECOND by Trustee Northway to approve
the Minutes as presented. MOTION carried by voice vote.

Treasurer's Report
1. The report will be approved at the Regular Meeting.

Mayor's Report

1. REQUEST FROM KESWICK SUBDIVISION HOA TO OBTAIN A PORTION OF THE

PARCEL OF LAND LOCATED AT 4191 LEBANON AVENUE (PARCEL 09-08.0-106-

002)

The Mayor stated that he would gather additional information for a future meeting
to ensure the Board has all the necessary facts before deciding.

Board of Trustees Committee Reports:

Administration & Personnel

1. Nothing reported.

Page 1 of 5

CM 2024-10-28



Finance & Budget
1. Nothing reported,

Planning & Development

1. SPECIAL USE PERMIT REQUEST MUNICIPAL CODE—SCHEDULE 151.046. THE
APPLICANT SEEKS TO OPERATE A CONVENIENCE STORE THAT INCLUDES LIQUOR
SALES, ON-SITE POURING, AND VIDEO GAMING OPTIONS. CURRENT ZONING:
B3. SUBJECT PROPERTY ADDRESS: 2417 LEBANON AVENUE.
APPLICANT: JASMINBHAI SANGANI, 210 EDBROOKE DRIVE SHILOH, IL 62221

OWNER: BRADDOCK DEVELOPMENT, INC., 6056 BRADDOCK LANE, COLUMBIA,
IL 62236

The current owner has agreed to address the parking lot repairs. The applicant
indicated his intent to purchase the building, initially planning to lease it for one
year with an option to buy afterward. His immediate focus will be on renovating
the building's interior. The convenience store will offer typical items such as chips,
candy, & frozen foods. Plus, he will have liquor sales and video gaming. He plans
to honor the existing leases of the two other businesses in the building but
ultimately hopes to expand into those areas.

MOTION made by Trustee Holzum; SECOND by Trustee Northway to forward this
request to the Regular Meeting for approval. MOTION carried by voice vote.

2. E - REQUEST - MUNICIPAL CODE - SECTIONS 151.347 &
151.046. E INTENDS TO O TE A TIRE SERVICE STORE IN THE
FORMER CIRCLE BUILDING. CURRENT ZONING: B3. P OSED ZONING: B4,
SUBJECT __PROPERTY _ADDRESS: 2411 LEBANON VENUE. 0 ER &
APPLICANT: EYAD M. SALAMAH, 3725 WINWARD WAY, SWANSEA, IL 62226

The tire shop will be a privately operated business. The applicant stated that he
has purchased the property and is working with an architect on the exterior of the
building. His partner already operates a tire shop on North Belt West, bringing
experience and familiarity to the business. Tire storage will be in the rear part of
the building, as shown in the pictures provided. The applicant emphasized that
there would be no outdoor storage and confirmed they have arranged for weekly
or bi-weekly tire pickups. They have also begun improving the property, including
roof repairs to address leaks.

Village Attorney Ysursa highlighted that the Planning Commission’s primary
concern was opening the area to B-4 zoning potential other uses. He agreed to
explore the most effective way to address the request while resolving the
associated concerns before the Regular Meeting.
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MOTION made by Trustee Holzum; SECOND by Trustee Warchol to forward this
request to the Regular Meeting for approval. MOTION carried by voice vote.

3. SOLAR FARM ORDINANCE

Board Members discussed and agreed that solar farms can all be a Special Use in B2, B3,
B4, PB, NU, and light industrial.

MOTION made by Trustee Holzum; SECOND by Trustee Northway to forward this
draft Ordinance to the Regular Meeting for approval in the zoning classes listed
above. MOTION carried by voice vote,

4. CELL TOWER MODIFICATION REQUEST - 2229 LEBANON AVENUE (SAFE LOCK
STORAGE) -~ TMOBILE - UPDATING CURRENT EQUIPMENT TO ENHANCE
BROADBAND CONNECTIVITY & CAPACITY

MOTION made by Trustee Holzum; SECOND by Trustee Warchol to forward this
request to the Regular Meeting for approval. MOTION carried by voice vote.

Public Parks & Facilities

1. Nothing reported.

Public Safety
1. Nothing reported.

Streets

1. TWM - STREET ANALYSIS PROGRAM UPDATE

A Pavement Management Program was initiated in 2016, where all streets were
rated using a PCI (Pavement Condition Index) system. Streets are categorized into
five tiers: Very Good (86+), Good, Fair, Poor, and Very Poor (<40).

Most streets in the village are concrete (61%), though this percentage has
decreased as some roads have transitioned to asphalt through patching and
overlays. The remaining streets include asphalt, oil-and-chip, and some gravel.

Streets deteriorate over time based on material type, with concrete having a more
linear deterioration curve and asphalt declining more rapidly if not maintained.
Regular maintenance, such as patching and overlays, is more cost-effective than
waiting for total reconstruction needs. The village assesses street conditions every
2-3 years and uses deterioration curves to estimate condition changes in off-
years.
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The village maintains an average PCI score of 80, with 79.77% of streets rated in
satisfactory or better condition. This rating is among the best in the area. Recent
projects have improved overall conditions, such as concrete patching in the
Ravenwood Subdivision and asphalt overlays in the High Valley Subdivision.

Due to consistent maintenance and strategic investments, Shiloh's streets are in
excellent condition. Upcoming projects focus on improving aging infrastructure
while leveraging grant opportunities to address high-priority areas.

Recent and Upcoming Projects:

Second Street Reconstruction: Total reconstruction with new curbs, gutters, storm
sewers, and asphalt pavement. Winter work will focus on storm sewer installation,
with surface work resuming in the spring.

Future Projects: Country View & Prairie View: Asphalt overlays on oil-and-chip
streets, improving longevity and ride quality. Cul-de-Sacs: Full concrete
replacements for deteriorated cul-de-sacs, patching, and overlaying concrete
streets like Piper Hills Drive. Various Areas: Spot repairs and overlays in locations
like Anderson Lane, Radcliffe, and Calgary streets. Meadows Subdivision: Continue
asphalt overlays to address large cracks and improve surface quality.

Grant-Funded Projects: Anderson Lane: Using an STP grant for total reconstruction
of this collector street near the golf course. Maple Street: An STP/CMAQ-funded
project to widen the road, add turn lanes, and improve conditions from the
intersection to the Shiloh Heights Subdivision.

et for informational purposes.

Other Business

1. EXECUTIVE (CLOSED) SESSION (65 ILCS - SECTION 2)

MAY BE HELD TO DISCUS RSONNEL MATTERS (C) 1, COLLECTIVE
BARGAINING (C) 2, PURCHASE OR LEASE OF REAL ESTATE (C) 5, SALE OR
LEASE OF REAL ESTATE (C) 6, LITIGATION (C) 11, DISCUSSION OF
CLOSED SESSION MINUTES (C) 21

The Board did not go into Executive Session.

2. Action taken on Executive Session Items (if any)

There was no action taken.
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Bills
No action is needed.

Adjournment

With no further business before the Board, the Mayor called for a motion to
adjourn the meeting. MOTION made by Trustee Warchol; SECOND by Trustee
Northway to adjourn the meeting at 7:50 p.m. MOTION carried by voice vote.

Brenda A. Kern, MMC - Village Clerk
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AGENDA

Village Board of Trustees

=i LO L= Regular Meeting

November 4, 2024 - 7:00 pm
Location: 1 Park Drive, Shiloh, IL 62269

=

CALL TO ORDER
PLEDGE OF ALLEGIANCE

PUBLIC COMMENTS \ ANNOUNCEMENTS

MINUTES - OCTOBER 7, 2024
TREASURER'S REPORT - SEPTEMBER 2024
MAYOR’S REPORT

COMMITTEE REPORTS:

ADMINISTRATION & PERSONNEL (NORTHWAY)

FINANCE & BUDGET (WILKE)

1. STREET RECONSTRUCTION / RESURFACING FUNDING PLAN

PLANNING & DEVELOPMENT (HOLZUM)

1. ORDINANCE 2024-11-04 A: AN ORDINANCE AUTHORIZING A SPECIAL USE UNDER THE
MUNICIPAL CODE - SCHEDULE 151.046 TO OPERATE A CONVENIENCE STORE WITH
LIQUOR SALES, ON-SITE POURING AND VIDEO GAMING AT 2417 LEBANON AVENUE

2. ORDINANCE 2024-11-04 B: AN ORDINANCE AUTHORIZING A ZONING AMENDMENT
(REZONING) FROM B-3 TO B-4 UNDER THE MUNICIPAL CODE FOR 2411 LEBANON

AVENUE

3. ORDINANCE 2024-11-04 C: AN ORDINANCE AMENDING THE SHILOH MUNICIPAL
DEVELOPMENT CODE, SECTION 151.046, AND ADDING COMMERCIAL SOLAR ENERGY

SYSTEMS

4. AUTHORIZE STAFF TO ISSUE A PERMIT FOR CELL TOWER MODIFICATION - 2229
LEBANON AVENUE (SAFE LOCK STORAGE) - TMOBILE - UPDATING CURRENT EQUIPMENT
TO ENHANCE BROADBAND CONNECTIVITY & CAPACITY



PUBLIC PARKS & FACILITIES (WARCHOL)

PUBLIC SAFETY (VERNIER)

STREETS (MCCULLOUGH)

1. MS4 PROGRAM: MUNICIPAL SEPARATE STORM SEWER SYSTEM - ST. CLAIR COUNTY AND
SURROUNDING COMMUNITIES

OTHER BUSINESS

1. EXECUTIVE (CLOSED) SESSION
(65 ILCS - SECTION 2)
(MAY BE HELD TO DISCUSS PERSONNEL MATTERS (C) 1, COLLECTIVE BARGAINING (C)
2, PURCHASE OR LEASE OF REAL ESTATE (C) 5, SALE OR LEASE OF REAL ESTATE (C) 6,
LITIGATION (C) 11, AND DISCUSSION OF CLOSED SESSION MINUTES (C) 21

2. ACTION TAKEN ON EXECUTIVE SESSION ITEMS (IF ANY)
BILLS - NOVEMBER 2024

ADJOURNMENT



SHILOH VILLAGE BOARD OF TRUSTEES
Regular Meeting Minutes
November 4, 2024

Call to Order

The Shiloh Village Board of Trustees met at the Shiloh Municipal Building and was called
to order at 7:00 p.m. Brenda Kern, Village Clerk, called roll showing the following
Trustees present: Holzum, McCullough, Northway, Vernier, Warchol, Wilke.

Pledge of Allegiance

Mayor Weilmuenster led the Pledge of Allegiance.

Public Comments \ Announcements
1. There were no public comments.
Minutes - OCTOBER 7, 2024

MOTION made by Trustee McCullough; SECOND by Trustee Northway to approve the
Minutes as presented. MOTION carried by voice vote.

Treasurer’s Report - SEPTEMBER 2024

MOTION made by Trustee Warchol; SECOND by Trustee Holzum to approve the
Treasurer’'s Report - subject to audit. MOTION carried by voice vote.

Mayor’s Report
1. Nothing reported.

Board of Trustees Committee Reports:

Administration & Personnel

1. Nothing reported.

Finance & Budget

1. STREET RECONSTRUCTION / RESURFACING FUNDING PLAN

MOTION made by Trustee Wilke; SECOND by Trustee McCullough to concur with the
funding plan presented by Chief Fiscal Officer Kennett. MOTION carried by unanimous

vote vote.

Page 1 of 3

RM 2024-11-04



Planning & Development

1. ORDINANCE 2024-11-04 A: AN ORDINANCE AUTHORIZING A SPECIAL USE

UNDER_THE MUNICIPAL CODE - SCHEDULE 151.046 TO OPERATE A
CONVENIENCE STORE WITH LIQUOR SALES, ON-SITE POURING AND VIDEO

GAMING AT 2417 LEBANON AVENUE

MOTION made by Trustee Holzum; SECOND by Trustee Wilke to place this Ordinance on
reading; and pass it on three simultaneous readings by title only. MOTION carried by roll
call vote. YES-Holzum, Northway, Warchol, Wilke. NO-McCullough, Vernier.,

2. ORDINANCE 2024-11-04 B: AN ORDINANCE AUTHORIZING A _ZONING

AMENDMENT (REZONING) FROM B-3 TO B-4 IN ACCORDANCE WITH THE
MUNICIPAL CODE FOR 2411 LEBANON AVENUE

MOTION made by Trustee Holzum; SECOND by Trustee Northway to place this
Ordinance on reading; and pass it on three simultaneous readings by title only. MOTION
carried by roll call vote. YES-Holzum, McCullough, Northway, Vernier, Warchol, Wilke.

3. ORDINANCE 2024-11-04 C: AN ORDINANCE AMENDING THE SHILOH MUNICIPAL
DEVELOPMENT CODE, SECTION 151.046, AND ADDING COMMERCIAL SOLAR

ENERGY SYSTEMS

MOTION made by Trustee Holzum; SECOND by Trustee Vernier to place this Ordinance
on reading; and pass it on three simultaneous readings by title only. MOTION carried by
roll call vote. YES-Holzum, McCullough, Northway, Vernier, Warchol, Wilke.

4. AUTHORIZE STAFF TO ISSUE A PERMIT FOR CELL TOWER MODIFICATION - 2229
LEBANON AVENUE (SAFE LOCK STORAGE) - TMOBILE - UPDATING CURRENT
EQUIPMENT TO ENHANCE BROADBAND CONNECTIVITY & CAPACITY

MOTION made by Trustee Holzum; SECOND by Trustee Warchol to authorize staff to
issue the permit. MOTION carried by roll call vote. YES-Holzum, McCullough, Northway,
Vernier, Warchol, Wilke.

Public Parks & Facilities

1. Nothing reported.

Public Safety

1. Nothing reported.
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Other Business

1. EXECUTIVE (CLOSED) SESSION (65 ILCS - SECTION 2)

MAY BE HELD TO DISCUSS PERSONNEL MATTERS 1, COLLECTIVE
BARGAINING (C) 2, PURCHASE OR LEASE OF REAL ESTATE (C) 5. SALE OR
EASE OF REAL ESTATE (C) 6, LITIGATION (C) 11, DISCUSSION OF CLOSED

SESSION MINUTES (C) 21

The Board did not go into Executive (Closed) Session.

2. Action taken on Executive Session Items (if any)

There was no action taken.
Bills - FOR THE MONTH OF NOVEMBER 2024

MOTION made by Trustee Warchol; SECOND by Trustee Northway to authorize paying
the month's regular and recurring bills. MOTION carried by voice vote.

Adjournment

With no further business before the Board, the Mayor called for a motion to adjourn the
meeting. MOTION made by Trustee Warchol; SECOND by Trustee Holzum to adjourn
the meeting at 7:27 p.m. MOTION carried by voice vote.

Buncda Q. Hoan)

Brenda A. Kern, MMC - Village Clerk
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TRANSPORTATION COMMITTEE
Minutes Monday January 13, 2025

4:00 PM Highway Office
1415 North Belt West
Conference Room

Members in Attendance GUEST

Rich Vernier, Chairperson Norm Etling, County Engineer

Marty Crawford, Asst. Chairperson Randy Georgen, Asst. County

Engineer

Robert Allen Cheri Weaver, Road & Bridges

Michael O’Donnell
Robert Trentman
Harry Hollingsworth
Roy Mosley, Jr.

The Asst. Chairperson called to order with the Pledge of Allegiance at 4:00 p.m.

Mr. Mosley made a motion seconded by Mr. Hollinsworth for the approval of minutes
from the 12-2-2024 meeting.

The Asst. Chairperson asked if there were any comments on the agenda. None were
present.

The Asst. Chairperson asked if there were any comments from the audience. None
were present.

Discussion Item 1) MS4 program and status discussion. Information and status was
given by the County Engineer.

Ordinance A) Ordinance altering the Maximum Speed Limit throughout the
Country Crossing Subdivision to 25 miles per hour. Mr.

Mosley
made a motion seconded by Mr. O'Donnell to approve. All

members voted aye.

Page 1



Resolutions:
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A)

D)

E)

F)

Resolution authorizing the furnishing of aggregate materials per the unit
price material quotations received 1-7-2025; Section 25-00000-00-GM. Mr.
O’Donnell made a motion seconded by Mr. Allen to approve. All members
present voted aye.

Resolution authorizing the award to repair the bridge which carries Bowler
Road over Ogles Creek in O’'Fallon Road District to the low bidder, Lake
Contracting Incorporated in the amount of $99,977.00; Section 24-15104-
02-BR. Mr. Mosley made a motion seconded by Mr. Allen to approve. All
members voted aye.

Resolution authorizing the award to furnish and apply bituminous road oil
materials to the low bidder, Piasa Road Oil, LLC in the amount of
$1.44,845.0; Section 25-(1-9)000-00-GM. Mr. O’Donnell made a motion
seconded by

Mr. Mosley to approve. All members present voted aye.

Resolution authorizing the furnishing of bituminous materials per the unit
price material quotations received 1-7-2025; Section 25-00000-00-GM. Mr.
O’Donnell made a motion seconded by Mr. Mosley to approve. All members
present voted aye.

Resolution authorizing a contract with Hanks Excavating in the amount of
$19,425.00 to replace a deteriorated culvert on State Street. Mr. Mosley
made

a motion seconded by Mr. Allen to approve. All members present voted aye.

Resolution authorizing an agreement with the City of Fairview Heights
related to the STP grant application to improve Ashland Avenue in the City
of Fairview Heights. Mr. Mosley made a motion seconded by Mr. O'Donnell
to approve.

All members present voted aye.

G) Resolution authorizing an agreement with the Village of Shiloh related to

improvements on Maple Street in Shiloh. Mr. Mosley made a motion
seconded
by Mr. Allen to approve. All members present voted aye.

Resolution authorizing the purchase of metal culverts at the low bidder unit
price; Section 25-00000-00-GM. Mr. Trentman made a mation seconded by
Mr. Mosley to approve. All members present voted aye.

Resolution authoring the purchase of a 2024 Ford F250 Crew Cab 4X4 in
the amount of $55,500.00. Section 25-0000-00-EQ. Mr. Mosley made a
motion

seconded by Mr. Allen to approve. All members present voted aye.



J) Resolution authorizing a contract with Gonzalez Companies LLC for
professional services relative to the MS4 Program in the base amount
$1800.00 plus costs per sampling. Mr. Mosley made a motion seconded
by Mr. Hollinsworth to approve. All members present voted aye.

Engineer’s Report

Pre-Con for the Frank Scott Parkway Extension 1-9-2025.

Resolution reached for number of lanes on Greenmount Bridge south of FSP.

Public involvement Meeting on the northerly portion of Greenmount widening 12-3-
2024.Comments received.

Public involvement Meeting for the FSP infill | project 1-18-2024; comments received.

Joint Agreement for the intersection improvement to Ashland and OId Collinsville Road in for

review.
Skid reimbursement received from clean sweep.
Mr. Mosley made a motion seconded by Mr. O'Donnell to approve. All

members present voted aye.

The Asst. Chairperson asked if there was any Old Business: None presented.

The Asst. Chairperson asked if there was any New Business: None presented.

ACTION ITEM Mr. Mosley made a motion seconded by Mr. Allen to go into Executive
Session to discuss personnel. All members present voted aye.

Following return to regular session Mr. Allen made a motion seconded by
Mr. Hollingsworth to approve what was discussed in Executive Session.
All

members present voted aye.

Adjournment

Mr. Mosley made a motion seconded by Mr. Allen to adjourn. Al members present voted aye.

The Asst. Chairperson adjourned the meeting at 4:30 p.m.
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EXHIBIT D.2-A

BMP Training

Erosion & Sediment Control




Why Control Erosion and Sedimentation?

Sedimentation from erosion causes the following Impacts:
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llinois Department Storm Water Pollution Prevention
of Transportation Plan

Erosion Control Inspection Report

Date of Inspection. = - County:
Name of Inspector: B o B Section
Type of Inspection: Weekly [] Route: o -
>0.5" Precip. [0 Precip. Amt: " District: - - -

Contractor: S B Contract No:
Subs: _ S ~ JobNo. -

- B ~ Project:
NPDES/ESC Deficiency Deduction $ NPDES Permit No:
Total Disturbed Area: acre Ready for Final Cover: _ acre

Final Cover Established acre

Erosion and Sediment Control Practices
Item #/ BMP YES NO N/A

1.  Slopes: Do all slopes and exposed areas where soil disturbing activities have temporarily or
permanently ceased, and not permanently stabilized, have adequate temporary seed or

other stabilization in accordance with the NPDES permitted 7 and 14 day rule? g O 0O
2. Ditches Are all ditches (existing and temporary) clear of sediment and/or debris? O 0O 0O
Do all ditches have adequate stabilization and structural practices in place? o o 0O
3. Perimeter Erosion Barrier:  Are all perimeter erosion barriers in good working order? O 0O 0O
Has perimeter barrier no longer needed been removed and the area
stabilized? o 0o 4
4.  Temporary Ditch Checks:  Are all temporary ditch checks in good working order? o O 04
Are the current ditch checks adequate to control erosion? o o ad
5. Temp Diversions/ . ) ) oo N
Slope Drains: Are all Temporary Diversions and Slope Drains functioning properly~ O O ad
6. Inlet Protection:  Are ALL inlet protection devices in good working order? O 0O d
Are ALL inlet filters less than 25% full and fabric unobstructed? o 0O O
7.  Sediment Are ALL sediment basins/traps in good working order? g o 0
Basins/Traps: Does sufficient capacity exist for the design stormwater event? o o 0O
8.  Areas of Interest — Wetland/Prairie/Tree Preservation:
Has the contractor remained clear of all designated "no entry” areas? o O 0O
Are all "no intrusion” areas adequately marked to prevent accidental entry? g 0O O
9. Stock Piles:  Are all stockpiles properly situated and maintained to prevent runoff and protected to
minimize discharge of materials or residue in case of erosion? O a o
10. Borrow/Waste Sites:  Are all borrow and waste locations, including those located offsite, in
compliance with NPDES requirements? o o O
11. Other Installations: Are all other BMP installations shown in the plans properly functioning? O o ad
(note in comments)
General Site Maintenance Required of the Permit
12. Vehicle Is the site free from mud, sediment and debris from the vehicles entering/leaving off
Tracking: road areas throughout the site? 0 0O d
Are Stabilized Construction field entrances properly located? o o o
Are Stabilized Construction field entrances in good working condition? o 0o O

Printed on: 9/18/2023 Page 1 of 2 BC 2259 (Rev 05/15/09)



Item #/ BMP YES NO N/A
13. Concrete Washout Areas:  Are concrete washout areas adequately signed and maintained? o o 0O
Has all washout occurred only at designated washout locations? o O Od
14. Staging/Storage Areas: Are all staging/storage facilities free of litter, leaking containers,
leaking equipment, spills, etc? O O 0O
18. Fuel/Chemical Storage: Are all fuels and chemicals stored only in designated locations? o O 0O
Are all designated locations free of evidence of leaks and or spills? g o O
16. Previous Inspection Have all corrections from the last report been properly completed? O 0 o
Follow Up: If not, has a NPDES/ESC Deficiency Deduction been assessed? o 0O O
17.  Update SWPPP:  Have all changes to the projects SWPPP been noted on the graphic site plan,
signed and dated? o o O
18. Off-site Has sediment or other pollutants of concern been released from the project site? O O 0O
Dischare of If Yes, has the lllinois Environmental Protection Agency been notified within 24 hours
Sediment: of your observation of the discharge and an Incidence of Non-Compliance (ION)
mailed within 5 days? o od
Specific Instructions Related to “No” Answers From Above:
. : i
ltem # Station or Practice Comments/Actions Required Time for
_| Station to Station | S | S — _— Repair
. S J S — ; |
I _ — | ____T_ = N — I 1
N [ —L _ —_—
—_— —— j —_— e —— — N—
S — I _— -
e —————— i — — e ——— -

Other Comments:

Additional Pages (Attached As Needed)

[0 Outfalls / Receiving Waters

Other:

[ Drainage Structure/Ditch Check Locations
[] Additional Instructions to Contractor

If the answer to any of Items 1-16 above is “No”, the contractor is hereby ordered to correct the deficiency.
Repairs and stabilization are to be completed within 24 hours of this report (or as indicated above) or the DAILY
NPDES/ESC Deficiency Deduction will be assessed for each noted deficiency until the required action is completed

Inspector's Signature

Contractor's Signature

Original: Project File
cc: Contractor

Printed on: 9/18/2023

Date/Time:

Date/Time

Page 2 of 2 BC 2259 (Rev 05/15/09)



EXHIBIT E.4-A

BMP Training

Post Construction Management




Stormwater Best Management Practice R

Minimum Measure: Construction Site Stormwater Runoff Contral
Subcategory: Good Housekeeping/Materials Management

Description

Construction staff manage and dispose of building
materials and other construction site wastes to reduce
the risk of pollution to stormwater. Practices such as
trash disposal, recycling, proper material handling, and
spill prevention and cleanup measures can reduce the
potential for stormwater flow to mobilize construction site
wastes and contaminate surface or ground water.

Applicability

Proper management and disposal of wastes will reduce
pollution in stormwater discharge from any construction
site. Good waste management practices include properly
locating refuse piles, covering materials that stormwater
discharges might displace, and preventing spills and
leaks from hazardous materials.

Siting and Design Considerations

Waste management practices vary depending on the
type of waste being managed, whether it is hazardous,
and whether it might contaminate stormwater. Below are
examples of management practices for different
categories of construction site waste.

General Solid Wastes:

B Designate a waste collection area on-site that does
not receive a substantial amount of stormwater flow
from upland areas and does not drain directly to a
waterbody.

W Ensure that containers have lids to cover them when
it rains, or keep containers in a covered area
whenever possible

W Schedule waste collection to prevent the containers
from overfiiling.

B Clean up spills immediately. Use an absorbent
material such as sawdust or cat litter to contain the
spill.

# During the demolition phase of construction, provide
extra containers and schedule more frequent
pickups.

B Collect, remove and dispose of all construction site
wastes at authorized disposal areas. Contact a local
environmental agency to identify these disposal
sites.

nttps Mwwvaw epa govinpdes
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Construction waste should be collected in designated
wasle collection areas on-site, such as metal dumpsters

Hazardous Materials and Wastes:

B For spills of hazardous materials, follow cleanup
instructions on the package or, if applicable, the
Safety Data Sheet.

B Consult with local waste management authorities
about the requirements for disposing of hazardous
materials

i Never remove the original product label from the
container—it contains important safety information.
Follow the manufacturer's recommended method of
disposal, which should appear on the label.

B Never mix excess products when disposing of them,
unless the manufacturer specifically recommends
doing so.

W For soils containing hazardous substances, consult
with state or local solid waste regulatory agencies or
private firms to ensure proper disposal. Some
landfills might accept contaminated soils, but they
require laboratory tests first,

®  Construction staff often use sandblasting to remove
paint and dirt from surfaces. This produces
sandblasting grits—sand and paint and dirt particles
Sandblasting grits from older structures are
hazardous, because they are more likely to contain
lead-, cadmium- or chrome-based paints. To ensure

EPA 832 F 21-028LE
December 207




NPDES: Stormwater Best Management Practice—General Construction Site Waste Management

proper disposal of sandblasting grits, contract with a
licensed waste management or transport and
disposal firm.

Pesticides and Fertilizers:

B Follow all federal, state and local regulations that
apply to the use, handling or disposal of pesticides
and fertilizers.

# Do not handle the materials any more than
necessary.

W Store pesticides and fertilizers in a dry, covered
area.

#  Construct berms or dikes to contain stored
pesticides and fertilizers in case of spillage.

®  Follow the application rates and methods specified
on the product label.

B Have equipment and absorbent materials available
in storage and application areas to contain and
clean up any spills.

Petroleum Products:

W Store new and used petroleum products for vehicles
in covered areas with berms or dikes in place to
contain any spills.

#  Immediately contain and clean up any spills with
absorbent materials,

W Have equipment available in fuel storage areas and
in vehicles to contain and clean up any spills.

Detergents:

W Detergents that contain phosphorus and nitrogen
are common in wash water for cleaning vehicles
Excesses of these nutrients can be a major source
of water pollution. Use detergents only as
recommended and limit their use on the site. Do not
dump wash water containing detergents into the
storm drain system:; direct it to a sanitary sewer or

capture and contain it for transport to a wastewater
treatment plant for proper treatment.

Limitations

An effective waste management system requires training
and signage to promote awareness of the hazards of
improper storage, handling and disposal of wastes. Site
superintendents should be aware of worker habits and
inspect storage areas regularly. They may need to
spend extra management time to ensure that all workers
are following the proper procedures.

Maintenance Considerations

Construction staff should inspect storage and use areas
and identify containers or equipment that could
malfunction and cause leaks or spills. In addition, it is
important for staff to check equipment and containers for
leaks, corrosion, support or foundation failure, or other
signs of deterioration, and test them for soundness.
Construction staff should immediately repair or replace
any defective containers.

Effectiveness

Waste management practices are effective only when all
construction staff follow them consistently. In storage
and use areas, site superintendents should post the
guidelines for proper handling, storage and disposal of
construction site wastes. In addition, site
superintendents should ensure that workers receive
training in these practices to ensure that everyone is
knowledgeable enough to participate.

Cost Considerations

The costs associated with construction site waste
management include purchasing and posting signs,
increased management time for oversight, additional
labor needed for special handling of wastes,
transportation costs for waste hauling, and fees charged
by disposal facilities to take the wastes.

Additional Information

Additional information on related practices and the Phase || MS4 program can be found at
EPA's National Menu of Best Management Practices (BM Ps) for Stormwater website

This fact sheet 1s intended to be used for informational purposes only These examples and references are not intended to be
comprehensive and do not preciude the use of other technically sound practices. State or local requirements may apply

Office of Water, 4203M




<EPA

Stormwater Phase Il Rule

August 2023

Post-Construction Runoff Control
trol Measure
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Photo Credit: Image reproduced with permission from Montgomery County, MD Department of
Environmental Protection

his fact sheet profiles the Post-Construction Runoff Control

minimum control measure, one of six measures that the operator of
a Phase Il regulated small municipal separate storm sewer system
(MS4) is required to include in its stormwater ma nagement program in
order to meet the conditions of its National Pollutant Discharge
Elimination System (NPDES) permit. This fact sheet offers some general
considerations on strategies used by MS4s to implement post-
construction runoff control programs. It is important to keep in mind
that the small MS4 operator has flexibility in choosing exactly how to
satisfy the requirements in its NPDES permit.

United States Office of Water Factsheet 2.7
Environmental Protection Agency (4203)



Post-Construction Runoff Control Minimum Control Measure

Why Is the Control of Post-Construction Runoff
Important?

Post-construction stormwater management in areas undergoing new development or
redevelopment helps control pollutants in runoff from these areas, which has been shown to
significantly affect receiving waterbodies. Prior planning and design will minimize pollutants in
post-construction stormwater discharges in the most cost-effective manner for stormwater
quality management.

There are generally two forms of substantial impacts from post-construction runoff. The first is
caused by an increase in the type and quantity of pollutants in stormwater runoff. As runoff
flows over areas altered by development, it picks up harmful sediment and chemicals such as
oil and grease, pesticides, heavy metals, and nutrients (e.g., nitrogen and phosphorus). These
pollutants often become suspended in runoff and are carried to receiving waters, such as lakes,
ponds, and streams. These pollutants can impact aquatic species in a variety of ways, including
by being absorbed through fish tissue. The second kind of post- construction runoff impact
occurs as a result of increasing the quantity of water delivered to the waterbody during storms.
Increased impervious surfaces (e.g., parking lots, driveways, rooftops) interrupt the natural
cycle of gradual percolation of water through vegetation and soil. Instead, water is collected
from surfaces such as asphalt and concrete and routed to drainage systems where large
volumes of runoff quickly flow to the nearest receiving water. The effects of this process
include streambank scouring and downstream flooding, which often lead to a loss of aquatic life
and damage to property.

What Is Required?

The Phase Il regulations specify that permits require small MS4s to develop, implement, and
enforce a program to address stormwater runoff from new development and redevelopment
projects that result in the land disturbance of greater than or equal to 1 acre, or of less than
one acre but that is part of a larger common plan of development or sale. NPDES permits will
also require, at a minimum, that the small MS4. operator be required to:

" Develop and implement strategies which include a combination of structural and/or
non-structural best management practices (BMPs).

* Use an ordinance or other regulatory mechanism to address post-construction runoff
from new development and redevelopment projects to the extent allowable under
state, tribal, or local law.

* Ensure adequate long-term operation and maintenance of controls.

What Is Considered a “Redevelopment” Project?

The post-construction runoff requirement in the Phase I Final Rule applies to “redevelopment”
projects that alter the “footprint” of an existing site or building in such a way that there is a
disturbance of equal to or greater than 1 acre of land (or less than one acre but part of a larger

2|Page



Post-Construction Runoff Control Minimum Control Measure

common plan of development or sale). Redevelopment projects do not include such activities
as exterior remodeling.

Because redevelopment projects may have site constraints not found on new development
sites, the Phase Il regulations provide flexibility for implementing post-construction controls on
redevelopment sites that consider these constraints.

Post-Construction Permit Requirements

Each permit specifies the minimum elements that must be included in each post-construction
runoff control program. These elements will differ from state to state although all permits will
share the bottom-line requirement that the MS4 must implement a post-construction runoff
control program that is tailored to the specific stormwater pollution control problems facing
the community.

EPA has compiled several examples from federal and state MS4 permits that address the post-
construction runoff minimum control measure. These examples are included in a series of
permit compendia available on the EPA’s stormwater website. See particularly Section E (Post-
Construction Runoff) in the EPA’s Compendium of MS4 Permitting Approaches — Part 1: Six
Minimum Control Measures.

Post-Construction BMPs

This section includes some non-structural and structural BMPs that could be used to satisfy
post-construction requirements in small MS4 permits. It isimportant to recognize that many
BMPs are climate-specific, and not all BMPs are appropriate in every geographic area. Because
the requirements of this measure are closely tied to the requirements of the construction site
runoff control minimum measure (see Fact Sheet 2.6}, EPA recommends that small MS4
operators develop and implement these two measures in tandem.

* Planning Procedures. Runoff problems can be addressed efficiently with sound planning
procedures. Local master plans, comprehensive plans, and zoning ordinances can
promote improved water quality in many ways, such as guiding the growth of a
community away from sensitive areas to areas that can support it without
compromising water quality.

" Site-Planning Based BMPs. These may include buffer and riparian zone preservation,
site restrictions on the amount of disturbance and imperviousness, and maximization of
open space.

" Stormwater Harvesting BMPs. These practices may include rain barrels and cisterns
that collect and temporarily store stormwater from rooftops far later release and/or
use.

“ Stormwater Retention/Detention BMPs. Retention or detention BMPs control
stormwater by gathering runoff in wet ponds, dry basins, or multichamber catch basins
and slowly releasing it to receiving waters or drainage systems. These practices can be

3|Page



Post-Construction Runoff Control Minimum Control Measure

designed to both control stormwater volume and settle out particulates for pollutant
removal.

* Infiltration BMPs. Infiltration BMPs are designed to facilitate the percolation of runoff
through the soil to ground water, and, thereby, result in reduced stormwater runoff
quantity and reduced mobilization of pollutants. Examples include infiltration
basins/trenches, dry wells, and porous pavement.

" Vegetative BMPs. Vegetative BMPs are landscaping features that, with optimal design
and good soil conditions, remove pollutants, and facilitate percolation of runoff, thereby
maintaining natural site hydrology, promoting healthier habitats, and increasing
aesthetic appeal. Examples include bioswales, filter strips, artificial wetlands, and rain
gardens.

For Additional Information

Your NPDES Permitting Authority

A list of contacts for the Most states and territories are authorized to administer the
U.S. EPA’s Office of NPDES Program, except the following, for which EPA is the

Wastewater Management permitting authority:

(He'adquarf:ftfers), each EPA ¥ American Samoa " New Hampshire
r:ﬁlon.allo lct:e;'arl(.i A " District of Columbia " New Mexico
Fehs poocareoial: "  Guam " Northern Mariana Islands
https://www.epa.gov/npde S " Ppuerto Ri
s/contact-us-stormwater SRSton/Ao ! g
®  Massachusetts ¥ Most Indian country lands
[ ]

Midway and Wake Islands

Reference Documents

e EPA’s Stormwater Website
* Stormwater Phase |l Final Rule (64 FR 68722)

e Final MS4 General Permit Remand Rule (81 FR 89320)
* Final Small MS4 Urbanized Area Clarification (88 FR 37994)
« Phase |l Final Rule Fact Sheet Series

e National Menu of Best Management Practicesfor Stormwater Phase ||
¢ MS4 Permits — Compendium of Clear, Specific, and Measurable Permitting Examples

o EPA’s Green Infrastructure Website

« EPA’s Urban Nonpoint Source Guidance Website

Disclaimer: This information is guidance only and does not establish or affect legal rights or obligations. Agency
decisions in any particular case will be made by applying the law and requiations to the specific facts of the case.
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EXHIBIT F.1-A

BMP Training

Operations (Good Housekeeping)
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Best Management Practices for Good Housekeeping

Follow these BMPs to control pollutant discharges. The objectives are: 1) to keep pollutants fram
contacting rain, and 2) to keep pollutants from being dumped or poured into the storm drains. The
goal is "only rain in the storm drain."

Aclivitics Best Management Practices

Pavement Cleaning e  Sweep parking lots and other paved areas pcriodically to remove debris.
Dispose of debris in the garbage.
* [t outdoor pavement cleaning with detergent is required, collect wash
water and dispose in indoor sinks or drains for discharge to the sanitary
sewer. Contact your local wastewater treatment agency.

Litter Control * Provide an adcquate number of trash receptacles for your customers and
employees. This helps keep trash from overflowing the receptacics.
o Pick up litter and other wastes daily from outsidc areas including storm
drain inlet grates.

Waste Disposal’ e [nspect dumpsters and other waste containers periodfcally. Repair or
replace leaky dumpsters and containers.
* Cover dumpsters and other waste containers.
® Never dispose of waste products in storm drain inlets.
¢ Recycle wastes or dispose properly.

Matcrials Storage”  ®  Store materials such as grease, paints, detergents, metals, and raw
materials in appropriate, labeled containcrs.
* Make surc all outdoor storage containers have lids, and that the lids are
adequately closed.
* Store stockpiled materials inside a building, under a roof, or covered
with a tarp to prevent contact with rain.

Training * Train employees rcgularly on good housekeeping practices.
* Assign a person to be responsible for effective implementation off
BMPs.

Equipment/Vchicle o Maintain equipment and vehicles regularly. Check for and fix leaks.
Cleaning e Use drip pans to collect leaks or spills during maintenance activitics.
*  Wash equipment/vehicles in a designated and/or covered area where the
wash water is collccted to be recycled or discharged to the sanitary
sewer. Contact your local wastewater treatment agency.

Some Facilities will requirc structural control BMPs if simpler operation oncs are not adequatc for
keeping pollutant discharges from the stoem drains.

m

" Hazardous materials must comply with hazardous materials storage and disposal requirements.




Additional Community Activities-A

Public Works
Work Orders




SHILOH

2024-2025 Salt Usage

¢ January 16, 2024 - We used approximately 22 tons of salt.
Small snow event, but we treated hills, busy intersections,
along with our main thoroughfares.

® January 22, 2024 - Freezing rain event starting at 3am. We
treated all of our roads, including County and States where
needed. We used approximately 36 tons of salt.

Total Salt Usage = 58 tons.




Work Order Spreadsheet March 2024 - February 2025

Date

Ditching Debris Drains CleanUp Animals Gutter

Open

Stock-
Pile

Culvert Fair-

Trash/ Curb& Repl./ Tire Guardrail  Street grounds Storm

Cleanup Pickup Cleanup Sweeping Cleanup Cleanup

03/01/24

X

03/04/24

03/05/24

03/06/24

03/07/24

03/08/24

03/11/24

03/12/24

03/13/24

XX | > [ > | > | X

03/14/24

03/15/24

DU XXX XXX |

03/18/24

03/19/24

03/20/24

03/21/24

03/22/24

03/25/24

03/26/24

03/27/24

04/01/24

MM X XXX

04/02/24

04/03/24

04/04/24

04/05/24

04/08/24

04/09/24

04/10/24

04/11/24

>

04/12/24

04/15/24

04/16/24

04/17/24

04/18/24

04/19/24

04/23/24

04/24/24

04/25/24

04/26/24

04/29/24

04/30/24

05/01/24

05/02/24

05/03/24

05/06/24

PRI XD DD [DX DK DX DD D[ > <> > > >[5 |>¢|>¢




Stock- Culvert Fair-
Open Pile Trash/ Curb& Repl./ Tire Guardrail Street grounds Storm
Date Ditching Debris Drains ' CleanUp Animals Gutter Cleanup Pickup Cleanup Sweeping Cleanup Cleanup

05/07/24 X X X

05/08/24 X

05/09/24 X

05/22/24

05/23/24

05/24/24

05/28/24

05/29/24

05/30/24

05/31/24

06/03/24

06/04/24

06/05/24

06/06/24

06/07/24 X

06/10/24

06/11/24

06/12/24

06/13/24

D DK D DX DD D DX D[ DX | DX [ DX [ >X | DX | >< | <X | X

06/14/24

07/09/24 X X

>

07/10/24

07/12/24 X

07/16/24

07/17/24

07/18/24

07/19/24

XK > | > > |»>

07/22/24

07/31/24 X

08/05/24 X

08/06/24 X

08/07/24 X

09/04/24 X

09/13/24 X X

09/17/24 X X

09/18/24 X X X

09/23/24 X

09/24/24

09/25/24

09/26/24

09/27/24

R || >X|X

09/30/24

10/18/24 X

10/30/24 X

10/31/24 X X X

11/04/24 X X




Date

Open
Ditching Debris Drains

Pile

CleanUp/

Salt
Dome

Trash/

Culvert Fair-

Curb& Repl./ Tire Guardrail  Street grounds Storm

Animals Gutter Cleanup Pickup Cleanup Sweeping Cleanup Cleanup

11/06/24

X

X

11/07/24

X X

11/08/24

11/21/24

11/22/24

11/25/24

11/26/24

12/03/24

12/05/24

12/06/24

12/10/24

12/13/24

12/16/24

12/26/24

12/31/24

01/09/25

01/15/25

01/21/25

01/22/25

01/23/25

X | > [ > | > | X | X

01/28/25

> XX X | X [ X

01/30/25

02/10/25

02/11/25

02/12/25

02/13/25

XXX || >

02/21/25

02/26/25

>

02/27/25

>

02/28/25




EXHIBIT Additional Community Activities-B

Groups and Organizations




ILLINOIS ASSOGIATION OF COUNTY ENGINEERS

TACE Spring Conference, May 13-15, 2024
Professional Development Hours Completion Certificate

MJZM AN, ETLING , received the below checked Professional

Development Hours (PDH) for a maximum of (9 ) PDHs for attending the Illinois
Association of County Engineers Spring Conference held at the DoubleTree,
Bloomington, Illinois May 13-15, 2024.

Attendee-please check each line for the session(s) you attended and write the sum of
your PDH gained on the line below.

General Session: Tuesday 9:00 a.m. - 5:00 p.m.

_/_Steel Options for County Owned Bridges

' IPWMAN

__v Federal Highway Administration Update

__ v lllinois Department of Transportation Local Roads Update
__v Illinois Department of Transportation Bridge Update
_/FHWA MUTCD Update

__Local & State Floodway Permitting

__ v Bridge Inspection Options

_ v~ OSHA Audits

Morning Speaker: Wednesday 8:15 a.m.

National Association of County Engineers Update, President Stephen McCall
WIU GIS/Drones

] - & Total Professional Development Hours

Thank you for attending the 2024 IACE Spring Conference.

Conrad Moore

Conrad Moore
Woodford County Engineer
Conference Planning Chair



ILLINOTS ASSOCIATIGN OF COUNTY ENGINEERS

IACE Fall Conference, October 3-4, 2024
Professional Development Hours Completion Certificate

NorRmaprn ETLING , received the below checked Professional
Development Hours (PDH) for a maximum of (8) PDHs for attending the Illinois
Association of County Engineers Fall Conference held at the Embassy Suites in East
Peoria, Illinois October 3-4, 2024,

Attendee-please check each line for the session(s) you attended and write the sum of
your PDH gained on the line below.

General Session: Thursday 9:00 a.m. - 5:00 p.m.

7 Concrete Overlays
[llinois Department of Transportation Update .

z Eederal-Highway-Administration-Update  NMACE u.\on\h#- EN‘““*"‘"‘,' {J‘aw&
_/ Illinois Department of Transportation Bridge Update
v Fuel System Maintenance
__ v/ IDOT Section 106 — Historic Preservation
__ v~ IDFPR Ethics
__ vy~ Geophysics as a Tool to Reduce Risk
v/ Opportunities & Challenges in Broadband Development
_ ¥ Township Officials of Illinois Update

Morning Speaker: Friday 8:15 a.m.
National Association of County Engineers Update, Executive Director Kevan Stone
:Z_ Total Professional Development Hours

Thank you for attending the 2024 IACE Fall Conference.

Conrad Moovre Kiefer Heiman

Woodford County Engineer Washington County Engineer
Conference Planning Chair Conference Planning Chair



CERTIFICATE

This certificate declares that

has completed

September 2024 First Friday - Bioswales,
Bio-Infiltration, Basms and Basin Retrofits -The 3
e d Solutions

With passing score of 100%

Cerlificate ID MJCNUE-CE000084



CERTIFICATE

This certificate declares that

has completed

September 2024 First Friday - Bioswales,
Bio-Infiltration, Basms and Basin Retrofits —-The 3
e Solutions

With passing score of 100%

Certificate [D MJCNUE-CE000072



lllinois Department of Transportation

Awards this certificate of training to
Etling, Norm
In recognition of successful completion of

TT - Permitting in the Floodplain
PDH Hours: 1.00

Date: 11/06/2024 Serial No: 5220628




EXHIBIT Additional Community Activities-C

Quarterly Visual Inspection
Field Sheets
Outfall Dry Weather Screening
Field Sheets




Village of Shiloh
Storm Water Sampling Locations

e UL

Sampling Site #2

r : .. S—
| 3

__ Ex" rankigeott Phwy East

Rﬂ-— e N . -
- f"‘"c'-.t —,
Sampling Site #1
= el
F el ;
Aesi v ‘-'-':" I hl;.

AWE A

Ao L

-

Year 2017

Sampling Site #1 Samplmg Slte #2 Sampling Site #3
ey Yol o Ry o

% - g e ad : 7 L W ] ; <

Behind Freddy’s Frozen Bridge on Frank Scott Pkwy Behind residence at #21

Custard — at #3320 Green Mt East — 750 feet west of Prairie View Rd — 280 feet

Crossing Drive Fountain Lakes Entrance west from behind home
Notes:

At Sampling Sites #1 & #2 the drainage flows into the Village from the north.
At Sampling Site #3 the drainage flows out of the Village to the southwest,



Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. Ata minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 11/6/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
11/4-5/2024 7:10 am 5.60”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: D Clear D Red D Yellow . Brown D Other:

Odor: W None [ musty [J sewage [ Rotten Egg 0O other:
Clarity: Ocear WM coudy [J opaque O suspendedsolids [J Other:
Floatable: W Nore  [J Foam [ Garbage [ oily Fim O other:
Deposits / Stains: [l None [ oily O siudge O sediments O other:
Vegetation: [l Normal  [] Excessive O I(.;TOI\?VI::d Extent:

Identify Structure:
Damage to Outfall Concrete Concrete
Structure: Mrre [ Cracking O Spalling [ other:

Peeling . .
O Paint [0 corrosion Extent;

Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. Ata minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 11/6/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) |Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

2 Bridge

Time of Rainfall Event Time of Visualnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

11/4-5/2024 9:00 am 5.60”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: D Clear D Red D Yellow . Brown D Other:

Odor: W vore [ musty [J sewage [ Rotten Egg O other:
Clarity: O cear W cloudy [J opaque [ suspendedsolias [] other:
Floatable: W None  [J Foam [ Garbage O oily Fim [ other:
Deposits / Stains: ~ [lj None [ oily 3 siudge [0 sediments O other:
Vegetation: [l Normal [ Excessive [] grh;a/lttﬁd Extent;

Identify Structure:

Damage to Quitfall Concrete Concrete
Structure: W rere O Cracking O Spalling O other:
Peeling . i
(] Paint ~J Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the foliowing reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh L 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 11/6/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) |Description of Qutfall (e.g., ditch, concrete pipe, grassed swale, etc.)

3 Creek

Time of Rainfall Event Time of Visuallnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

11/4-5/2024 9:40 am 5.60”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any cther visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: O clear [J Red O veliow B Brown [ other:

Odor: B Nore [ Musty [J Sewage [0 Rotten Egg O other:
Clarity: 0O clear . Cloudy [J Opaque D Suspended Solids [] Other:
Floatable: B None [ Foam [ Garbage [ oily Film O other:
Deposits / Stains: [} None  [J oily O siudge [ sediments O other:
Vegetation: [l Normal  [] Excessive O g:‘;a’:gd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete _
Structure: e O Cracking O Spalling O otrer.
Peeling i .
a Paint [ corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation, It does not have to be submitted to the IEPA
unless requested, Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 09/24/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) |Description of Qutfall (e.g., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visualnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
09/23/2024 7:40 am 1.32”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: D Clear D Red D Yellow . Brown D Other:

Qdor: . None D Musty D Sewage D Rotten Egg D Other:
Clarity: B clear D Cloudy [J opaque O suspended Solids O other:
Floatable: M None [J Foam [ Garbage [0 oily Film [0 other:
Deposits / Stains:  [] None  [J oily O siudge B sediments O other
. . Inhibited )

Vegetation; B Nomal [ Excessive [] Growth Extent:

ldentify Structure:
Damage to Outfall Concrete Concrete
Structure: W rere O Cracking (] Spalling O other:

O g:ﬁgng O corrosion Extent:

Comments:

This outfall could not be evaluated during this guarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh L 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 09/24/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) | Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

2 Bridge

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

09/23/2024 8:20 am 1.32”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a samplie of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: Bl cear [J Red O veliow 0 srown O oter:

Odor: B Nore [ musty  [J sewage O Rotten Egg O other:
Clarity: B cear [Ocioudy [J opaque O suspendedsolids [J Other:
Floatable: [ None  [J Foam  [J Garbage [ oily Film O otrer:
Deposits / Stains:  [J Nore [ iy O siudge B sediments [0 otrer:
Vegetation: Il Normal [J Excessive [ ggs\::ﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: W Nore [ Cracking O Spalling [ other:

Peeling ) )
(] Paint [0 corrosion Extent:

Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |[ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 09/24/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) Description of Outfall (e g., ditch, concrete pipe, grassed swale, etc.)

3 Creek

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

09/23/2024 9:10 am 1.32”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, il sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: . Clear D Red D Yellow D Brown D Other:

Odor: B None [ Musty [ Sewage [ Rotten Egg [ other:
Clarity: B cear [Jcioudy [J opaque O suspended Soligs [] other:
Floatable: W Nore  [J Foam [ Garbage O oily Fim [0 other:
Deposits / Stains: ) None ] oily [ studge [ sediments 0O other:
Vegetation: B Normal [ Excessive [] Ig:‘;?\j:ﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: W Nore [0 Cracking O Spalling 0 other:
Peeling ) )
D Paint D Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25” in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 07/30/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) | Description of Qutfall (e.g., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visual inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
07/29/2024 7:40 am 1.08”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B cear [JRed 0 vellow O srown O other:

Odor: . None D Musty D Sewage D Rotten Egg D Other;
Clarity: O cear [ cioudy [ opaque O suspendedsolids [J Other:
Floatable: B None [ Foam [ Garbage O oily Film [ other:
Deposits / Stains: ] None [ Oily O studge [ sediments [ otner:
Vegetation: @ Normal [ Excessive [ grhclx\t/)vltﬁd Extent;

identify Structure:

Damage to Outfall Concrete Concrete
Structure: W Nere [ Cracking 0 Spalling O other:
Peeling ) _
O 5.t © O Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfail event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 07/30/2024

Employer Telephone Number

Public Works 6718-632-1022

Outfali Number (make reference to site map) Description of Outfall (e.g., ditch, cancrete pipe, grassed swale, etc)

2 Bridge

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

07/29/2024 8:20 am 1.08”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: . Clear D Red D Yellow D Brown D Other:

Odor; W None [ musty [ sewage [ Rotten Egg O otner:
Clarity: Ocear W cioudy [J Opaque O suspendedSolias [J other:
Floatable: B Nore [ Foam ] Garbage O oiy Fim [ other:
Deposits / Stains: [ None  [[] oily O sludge O sediments [ otrer:
Vegetation: B Normal [ Excessive [ Igm\tﬁﬁd Extent;

Identify Structure:

Damage to Outfall Congrete Concrete
Structure: W Nere O Cracking O Spalling 0 otrer.
Peeling : ]
D Paint D Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 07/30/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) | Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

3 Creek

Time of Rainfall Event Time of Visualinspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

07/29/2024 9:00 am 1.08”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: [l Cear [J Red O veliow O srown 0O other:
Odor: B None [ musty  [J sewage [ Rotten Egg 0 other:
Clarity: . clear [ Cloudy O opaque O suspended Salids O other:
Floatable: . None D Foam D Garbage D QOily Film D Other:
Deposits / Stains: [l None  [J oily 0O sludge O sediments 0 otner:
Vegetation: Wl Normal [ Excessive [ gmafi:ﬁd Extent:

Identify Structure:
Sroetare o Wvens [ S [ S0 [ oter

0 E:;I:ng [ corrosion Extent;
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. Ata minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh L 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 05/09/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) | Description of Outfall (e.9., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
05/08/2024 7:20 am 1.777

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B cear  [J Red [ vellow O Brown O other:
Odor: B None  [J musty  [J sewage [ Rotten Egg O other:
Clarity: Ocear [ cioudy [J opaque [ suspendedsolias [ other.
Floatable: Bl Nore [ Foam [ Garbage [ oily Fim O otner:
Deposits / Stains: [} None [ oily O siudge O sediments O other.
Vegetation: [l Normal [ Excessive [] Ig:‘(‘)a’:ﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: W Nere O Cracking 0 Spatling [ other:

Peeling ; .
(] Paint [ corrosion Extent;

Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submiitted to the IEPA
unless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conduicting Inspection Inspection Date

Chris Etling 05/09/2024

Employer Telephaone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) |Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

2 Bridge

Time of Rainfall Event Time of Visuallnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

05/08/2024 7:55 am 1.77”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Coilor: . Clear D Red D Yellow D Brown D Other:

Odaor: . None D Musty D Sewage D Rotten Egg D Other:
Clarity: . Clear D Cloudy D Opaque D Suspended Solids D Other:
Floatable: I None  [J Foam  [J Garbage O oily Film [ other:
Deposits / Stains: ] None [ oily [ sludge O sediments O otrer:
- . Inhibited ;

Vegetation: W Normal [ Excessive [ Growth Extent:

Identify Structure:
Damage to Outfall Concrete Concrete
Structure: . None D Crack]ng D Spa”ing D Other:

O g;;l;ng [ corrosion Extent:

Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is far your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
unless requested. Use one form per outfall,

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25” in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 05/09/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map)|Description of Outfall (e g., ditch, concrete pipe, grassed swale, etc.)

3 Creek

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

05/08/2024 8:40 am 1.777

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Inciude any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B cear [J Red [ vellow O Brown O other:

Odor: W None [ musty  [J sewage [ Rotten Egg O other:
Clarity: D Clear D Cloudy D Opaque . Suspended Solids D Other:
Floatable: M None  [J Foam  [J Garbage O oily Fim [ other:
Deposits / Stains: ~ [l] None ] oily O sludge O sediments O other:
Vegetation: Il Normal [ Excessive [] ggwiﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete i
Structure: W Nore O Cracking O Spalling 0O other.
Peeling . ]
D Paint D Corrosion Extent:
Comments:

This outfali could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
Inless requested, Use one form per outfall,

This inspection should be performed when sufficient runoff accurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality
Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 04/03/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visuallnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
04/02/2024 8:40 am 1.80”7

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probabie sources of any observed storm water
contamination.

Color: B Cear [JRed O veliow O srown O other:

Odor: W None [ musty [ sewage [ Rotten Egg [ other: )

Clarity: D Clear . Cloudy D Opaque D Suspended Solids D Other:

Floatable: M None [ Foam [ Garbage [ oily Film O other:

Deposits / Stains: ~ [ll None [ oily [ siudge [ sediments [ other: -
Vegetation: B Normal [ Excessive O gmajtﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: W e [ Cracking a Spalling O other:
Peeling . )
D Paint D Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
Jdnless requested. Use one form per outfall,

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh L 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 04/03/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) Description of Qutfall (e.g., ditch, concrete pige, grassed swale, etc)

2 Bridge

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearesi tenth of an inch)

04/02/2024 8:00 am 1.80”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of calor, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B cear [ Red O vellow O Brown O other:
Odor: W Nore [ musty [ sewage [ Rotten Egg O other:
Clarity: . Clear D Cloudy D Opaque D Suspended Solids D Other:
Floatable: . None D Foam D Garbage D Oily Film D Other:
Deposits / Stains: ~ [lj None  [J oily O sludge O sediments O other:
Vegetation: W Normal [ Excessive [] gm:}:ﬁd Extent:

Identify Structure:
Srocre T WNere O SIS QST [ e

O ﬁ:ier:ing [ corrosion Extent;

Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
dnless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. Ata minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh IL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 04/03/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) | Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc)

3 Creek

Time of Rainfall Event Time of Visual Inspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

04/02/2024 7:21 am 1.80”

Describe your cbservations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B clear [ Red O veliow [ srown O other:
Odor; B Nore  [J musty [ sewage [ Rotten Egg 0 other:
Clarity: . Clear D Cloudy D Opagque D Suspended Solids D Other:
Floatable: B Nore [J Foam  [J Gabage  [J oily Film [ other:
Deposits / Stains: ~ [Jj None [ oily O studge 0O sediments O other:
Vegetation: B Normal  [J Excessive [ ggw:ﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: W Nore [ Cracking O Spaliing [ other:
Peeling . )
(] Paint [0 corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
inless requesled. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25” in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State ZIP Code

1 Park Drive Shiloh IL 62269

Name of Person Conducting Inspection Inspection Date

Chris Etling 03/15/2024

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) |Description of Quitfall (e.g., ditch, concrete pipe, grassed swale, etc.)

1 Box Culvert

Time of Rainfall Event Time of Visuallnspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
03/14/2024 7:47 am 1.30”

Jescribe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
cantamination.

Color: @ Clear [ Red [ veliow ] Brown [0 other:

Odor: ) 8 None  [J Musty [ sewage O Rotten Egg ] other:
Clarity: W cear [T} cloudy [J opaque L] SuspendedSolids [ Other:
Floatable: B vone [T Foam [ Garbage 1 oily Film ] other:
Deposits / Stains: [l None  [[] oily 7] sludge [ sediments [ other:
Vegetation: Bl Normal [ Excessive [} g:]oi\?xﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: @ Nore [ Cracking (| Spalling i other:
Peeling ) )
D Paint E Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
inless reguested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Village of Shiloh

Facility Name

Street Address City State  |ZIP Code
1 Park Drive Shiloh L 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 03/15/2024

Employer Telephone Number

Public Works 678-632-1022

Outfall Number (make reference to site map) Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

2 Bridge

Time of Rainfall Event Time of VisualInspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)
03/14/2024 9:47 am 1.30”

Jescribe your observations, An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, odor, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: B clear  [] Red 3 vellow 1 Brown [} other:

QOdor: . None E] Musty D Sewage D Rotten Egg U Other:

Clarity: B cear  [] cloudy [ opaque ] SuspendedSolids [7] other: )
Floatable: B None [} Foam [ Garbage [ oily Film [ other:

Deposits / Stains: [l None  [T] oily {1 sludge [} sediments ] other:

Vegetation: B8 normal [T] Excessive [7] IGrTO'\?\II:ﬁd Extent;

ldentify Structure:

Damage to Outfall Concrete Concrete
Structure: @ vore [ Cracking O Spalling [} other:
Peeling . .
D Paint D Corrosion Extent:
Comments:

This outfail could not be evaluated during this quarter due to the following reason:




Quarterly Visual Inspection - Field Sheet
St. Clair County MS4 Co-permittee Group

This form is for your own use and should be kept as part of your MS4 documentation. It does not have to be submitted to the IEPA
Jnless requested. Use one form per outfall.

This inspection should be performed when sufficient runoff occurs during daylight hours. Try to make observations within the first
30 minutes after runoff begins discharging from the outfall, or as soon as practical. At a minimum test should be taken within 48-
hours of a rainfall event greater than or equal to 0.25" in a 24-hour period. If you find visible pollution, note the probable source and
list any possible Best Management Practices that could be used to reduce or eliminate the problem.

Municipality

Viliage of Shiloh

Facility Name

Street Address City State ZIP Code
1 Park Drive Shiloh iL 62269
Name of Person Conducting Inspection Inspection Date

Chris Etling 03/15/2024.

Employer Telephone Number

Public Works 618-632-1022

Outfall Number (make reference to site map) Description of Outfall (e.g., ditch, concrete pipe, grassed swale, etc.)

3 Creek

Time of Rainfall Event Time of Visuallinspection Optional: Amount of Rainfall at the Time of Observation (nearest tenth of an inch)

03/14/2024 10:21 am 1.30”

Describe your observations. An easy way to conduct this inspection is to use a glass jar to collect a sample of the storm water
being discharged from the facility and visually inspect the water. Include any observations of color, ador, turbidity, floating solids,
foam, oil sheen or any other visual indicators of storm water pollution and the probable sources of any observed storm water
contamination.

Color: . Clear D Red [:I Yellow D Brown D Other:

Odor: . None m Musty D Sewage B Rotten Egg D Other:

Clarity: B cear [ cioudy [ opague ] suspended soligs [] other: N
Floatable: B8 None  [7] Foam ] Garbage  [] oily Film 21 other:

Deposits / Stains: [ Nore  [7] oily 1 studge ] sediments [ other:

Vegetation: B Normal [T Excessive [7] gga’tﬁd Extent:

Identify Structure:

Damage to Outfall Concrete Concrete
Structure: B8 None [ Cracking 1) Spalling [ other:
Peeling . i
D Paint D Corrosion Extent:
Comments:

This outfall could not be evaluated during this quarter due to the following reason:






